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SEC. 2. This Act being deemed of immediate importance shall be
in full force and effect from and after its passage and publication in
The Perry Daily Chief, a newspaper published in Perry, Iowa, and in
the Guthrie County Vedette, a newspaper published in Panora, Iowa.

Approved March 10, 1967,

I hereby certify that the foregoing Act, Senate File 25, was published in The Perry
Daily Chief, Perry, Iowa, on March 17, 1967, and in the Guthrie County Vedette, Pa-
nora, Iowa, on March 23, 1967.

AN ACT relating to street bonds.

MELVIN D. SYNHORST, Secretary of State.

CHAPTER 337
BONDS FOR TRAFFIC DEVICES
S. F. 6711

Be It Enacted by the General Assembly of the State of Iowa:
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- SECTION 1. Section four hundred eight point seventeen (408.17),
Code 1966, is hereby amended by inserting in line nine (9) after the
word “improvement” the words “or traffic control device”.

Approved June 14, 1967.

CHAPTER 338
MULTIPLE DWELLINGS
H. F. 272

AN ACT relating to the number of stories in height of multiple dwellings and the con-

struction of stair halls in such dwellings over two stories.

Be It Enacted by the General Assembly of the State of Iowa:
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SECTION 1. Section four hundred thirteen point thirty-nine
(413.39), Code 1966, is amended by striking from line three (3) the
word “two” and inserting in lieu thereof the word “three (8)”; also
by adding at the end of said section the following: “Multiple dwell-
ings two stories in height having more than three thousand (3,000)
square feet of floor area above the first floor and three-story multiple
dwellings shall be of not less than one-hour fire-resistive construction
throughout.”

SEC. 2. Section four hundred thirteen point forty (413.40), Code
1966, is amended by striking from line three (3) the word “two” and
inserting in lieu thereof the word “three (3)”; also by adding at the
end of said section the following: “In multiple dwellings two stories
in height with more than three thousand (3,000) square feet of floor
area above the first floor and in multiple dwellings three stories in
height, stair halls shall be of one-hour fire-resistive construction.”



